
 
 
 

 
 

 
 

• For the thinning of all König clear and coloured 
lacquers. 

• For the glazing adjustment of Colour Touch-Up. 
• To dissolve the Touch-Up Paint Box Chips. 

• To clean working tools (brushes, spray guns, etc.). 
 
 
 
 
 
 

• Free of aromatic substances. 

• High solubility. 
 
 
 
 
 
 

Thinning: 
Pour Cellulose Thinner slowly into the lacquer and stir 
well. For quantities please refer to the label of the 
respective lacquer. 
Toning down the colour: 
Apply both Colour Touch-Up  and Cellulose Thinner on 
a mixing board and mix until colour has reached the  
desired transparency. 
Touch-Up Paint Box: 
Use the pipette to add some drops of Cellulose Thinner 
directly onto the touch-up chip and dissolve dye with 
the brush.  
Cleaning: 
Put Cellulose Thinner into a solvent-resistant bowl and 
clean working tools. Touch-up brushes to be dried and 
brought into shape again immediately after cleaning. It 
is absolutely necessary to wear gloves when using a 
cloth soaked with Cellulose Thinner. 
 

 

 
 
 
 
 
 

 
 

Colour: transparent clear. 
Shelf life: unlimited 
  (stored upright at room temperature, in original 

unopened container) 
 
 

 
 

 
 

• Irritant. 

• Highly flammable. 

• Keep away from sources of ignition. – No smoking. 

• Do not breathe vapours. 

• Keep out of reach of children. 
 
Extract of wordings of the law. For further information please 
see label and Material Safety Data Sheet. 

 
 
 

 
 
 

• Do not allow product to enter drains or watercourses. 

• Container to be added to the household waste only, 
when completely emptied and dried-out. 

• Material leftovers to be disposed of according to the 
European Waste Code 140603 – other solvents and 
solvent mixtures.  

 
 

  
 
 
 

Container: 1000 ml, 10 litres, 30 litres 
   150 ml refill bottle  
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Although reasonable care has been taken in the preparation of this document, we extend no warranties and make no representations 
as to the accuracy or completeness of the information contained herein, and assume no responsibility regarding the suitability 

of this information for the user's intended purposes or for the consequences of its use. Each individual should 
make a determination as to the suitability of the information for his or her particular purpose(s). 

 

Further information and Material Safety Data Sheet on the internet at 

www.heinrich-koenig.de 
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